clintonelectronics
CE-CCIRCKMON-818" 8 HDMI Rackmount CCTV Monitor

INFO:

* 1920 x 1080 Resolution / 16:9 Aspect Ratio
* 400 nit Brightness / 600:1 Contrast Ratio
*« 8 HDMI Inputs

*1VGA Input

* Sequenceable Inputs

* Video on Video (VOV)

*19” Rackmount - 2U

* Fold-flat, pullout LCD

* Metal Bezel

*« DC12V (Power Supply Included)

DIMENSIONS:

* Remote Included

SPECIFICATIONS:

) 19" ) Display 17.3" LCD
‘ ‘ Resolution 1920 x 1080
= s Control OSD (On Screen Display) Control
. @% ° :’<:,° %@ 3L Aspect Ratio 169
- TSRO0 ® o L Display Colors 16.7M
e o Brightness 400 nit
) 16" ) Contrast Ratio 6001
‘ ‘ Viewing Angle (H x V) 160° x 140°
Response Time 40ms
In / Out Impedance 75Q /Auto Terminating Output
Mounting 19” Rackmount - 2U
Video Inputs / Outputs 8 HDMI Inputs
- 1VGA Input
Audio Inputs / Outputs n/a
10875 Power Consumption 23 Watts (DC12V)
Power Requirement DCI12V Input
- 5 Operating Temperature 14°F ~122°F / -10°C - 50°C
@ﬁ T Pimensions (W x H x D) 19” x 3.5" x 17.275”
> i i I |5 ‘ drawer closed 482.6mm x 88.9mm x 438.785mm
s ®o . Dimensions (W x Hx D) | 19" x 13" x 28"
*drawer fully extended 482.6mm x 330.2mm x 711.2mm
17.275” ) Weight 16.75 lbs / 7.59 kgs
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Clinton reserves the right, without notification, to make changes in product design & specification.



